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HAKKIMIZDA

Ostas, 50'den fazla Ulkede kuresel varligiyla imalat sektortinde lider, uluslararasi bir takim tezgahi
tedarikgisidir. Bugin Ostas Makine ailesi Osman TASDEMIR tarafindan yonetiimekte olup sirketin merkezi
Turkiye'de bulunmaktadir.

Etkileyici Showroom ve gesitli sac isleme teknolojilerinin yani sira konvansiyonel yapinin disina ¢ikan kalifiye
teknisyenlerimizle islerine yonelik akill géztmler bulmalanna olanak taniyan sac metal makineleri Uzerine
genis bir makine portféyind sunmaktadir,

Alaninda guvenilir ve tecrtbeli bir firma anyorsaniz dogru yerdesiniz.

VIZYONUMUZ

Rekabetgi ve sUrdUrilebilir blyime potansiyel olan “stratejik bir portféyl” paydaslanna deder yaratacak
sekilde yonetmek, hizmet ve Urin kalitesiyle tUketicinin birinci tercihi olarak surekliligi saglayarak
farkhliklanyla kalici Ustnlikler saglamak.

MISYONUMUZ
Musterilerimizin olaganistu sonuglar elde etmesine yardimer olmak, optimum kosullarda en Ust dizeyde

karllik ve guvenilir ortaklik ile hizmet sunmaktir,
ABOUT US

Ostas Machinery is a leading international machine tool supplier in the manufacturing industry with a
global presence in more than 50 countries.

Today, Ostas Machinery family is managed by Mr. Osman TASDEMIR and the company's headquarters is
in Turkey,

In addition to its impressive Showroom and various sheet metal processing technologies, it offers a wide
machine portfolio of sheet metal machines, which allows our gualified technicians to find smart solutions
for the business.

If you are looking for a reliable and experienced company in its field, you are in the right place.

OUR VISION

To manage a "strategic portfolio” with competitive and sustainable growth potential in a way that creates
value for its stakeholders, and to provide permanent advantages with its variability by ensuring continuity
as the first choice of the consumer with service and product quality.

OUR MISSION

To help our customers achieve perfect results and to provide services with the highest level of
professionalism and to have long partnerships with our customers.

ostas.com.tr
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4R'o HS 4R OHS silindir makinelerimiz kaynakl gugli gelik gdvdesi, alt ve yan toplardaki hidrolik hareket, ana motora
. . A . . . baglh planet reduktdr ile tahrik sayesinde orta ve adir platine sac, aliminyum veya paslanmaz malzemelerin
4 TOPLU HIDROLIK SILINDIR MAKINELERI kivirma isleminde kullanimaktadir.
4 ROLLS HYDRAULIC BENDING MACHINES STANDART AKSESUARLAR ve TEKNIK OZELLIKLER

- Makine govdesi ST-52 ¢elik konstriksiyon

- SAE 1050 (CK-45) Sertifikall gelikten Uretilmis ylksek donaniml miller
- Hidrolik motor ve planet redlktorile tahrikli valsler

- Alt ve yan toplar hidrolik asadr yukar hareket sistemi

- Hidrolik olarak agilip kapanan Ust vals kapadi

« induksiyonlanmig miller

- Konik kivirma sistemi

- Mobil elektrik kumanda paneli

« Kumanda paneli Gzerinden konik ayarlama

- Ug adet alt top ve yan toplann hareketini gdrebilmek igin dijital gdsterge
- Hidrolik dengeleme sistemi

- Agin yuklemeye kargi korunmustur

- CE normianna uygunluk

- Cift hizh caligma sistemi (Q275 ve Ustl)

- Yag sogutma sistemi(Q275 ve Ustl)

OZEL AKSESUARLAR

- BuyUk gaptaki Urinleri kivirmada hidrolik destek yan dayamalar
- BuyUk gcaptaki drunleri kivirmada destek igin Ust asansor
+ Malzeme besleme sehbasi
- Kademesiz ayarlanabilen dénus hizi
- NC kumanda paneli
- Kablosuz Mobil uzaktan kumanda

Qur 4R OHS hydraulic bending machines are used in the bending process of medium and heavy platinum sheet
metal, aluminum, or stainless materials, thanks to their welded strong steel body, hydraulic movement of the
bottom and side rolls, and planetary gearbox that is connected to the main engine.

STANDARD ACCESSORIES and TECHNICAL SPECIFICATIONS

- Steel constructed machine body ST-52
- Well-equipped shafts made from certified steel with SAE 1050 (CK-45)
- Hydraulic up and down movement system with bottom and laterals rolls
- Hydraulic Drop-End for easy roll positioning
- Hardened rolls
- Conical bending device
- Mobile electrical control panel
- Movement and parallelism adjustment of the rollers controlled from control panel
+ Three digital readouts for easy roll positioning
+ Hydraulic balancing system
- Overload protection
- Accordance with CE standards
- Two — speed working system (Q275 and above)
- Qil cooling system (Q275 and above)
- Electro-hydraulic calibration

SPECIAL ACCESSORIES

- Hydraulic lateral side supports for large diameters
- Overhead Crane for large diameters

- Material feed table

« Infinitively variable speed of rotation

- NC control panel

- Wireless mobile remote control

OSIaS oMl T T e s e A UTHOUT ANV FRIOR NOTIOE ostas.com.itr -5
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4R-OHS 4R-OHS

4 TOPLU HIDROLIK SILINDIR MAKINELERI
4 ROLLS HYDRAULIC BENDING MACHINES
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4R-OHS 4R-OHS

4 TOPLU HIDROLIK SILINDIR MAKINELERI
4 ROLLS HYDRAULIC BENDING MACHINES

Criven.

OPSIYONEL
OPTIONAL

TEKNIK ¢ DETAYLAR BAGLAYICI DEGILDIR.O KINE HABER VERMEKSIZIN VERILERI DEGISTIRME HAKKI SAKLIDIR
8' OStGS .com tr TECHNICAL SPECIFICATIONS AMD DETAILS ARE NOT BINDING. OSTAS MACHINERY RESERVES THE RIGHT TO CHANGE THE DATA WITHOUT ANY PRIOR NOTICE. OStG s.com tr 9
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4R-OHS 4TSS HRRO SIS, ATEEEAINBRIAAT 4R-OHS
SN KIVIRMALI ON KIVIRMASIZ On kivirmasiz galisma esnasinda gapa bagli olarak diiz ug kalabilir. ON KIVIRMALI ON KIVIRMASIZ On kivirmasiz galisma esnasinda gapa bagl olarak diiz ug kalabilir.
4R OHS With Pre-Bending Without Pre-Bending Without Pre-Bending, flat plate ends may remain depending on diameter. 4R OHS With Pre-Bending Without Pre-Bending Without Pre-Bending, flat plate ends may remain depending on diameter.
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mm mm mm mm mm mm mm kw m/min.(dk) mm kg mm mm mm mm mm mm mm kw m/min.(dk) mm kg
4R OHS 1570X150 1570 3 4 4 6 150 130 1,5+11 6 3350x1200x1210 2470 4R OHS 3100X180 3100 2 3 3 4 180 150 4,0+1,5 5 4900x1400x1390 4200
4ROHS1570X180 1570 5 7 7 9 180 150 4,0+1,5 5 3400x1400x1290 3000 4ROHS 3100X200 3100 3 4 4 6 200 180 4,041,5 6 4900x1400x1390 4850
4ROHS 1570X200 1570 7 9 9 1 200 180 4,041,5 6 3400x1400x1290 3350 4ROHS 3100X220 3100 4 6 6 8 220 180 44,5 5 5050x1550x1470 6200
4ROHS 1570X220 1570 8 10 10 12 220 180 4415 5 3550x1550x1470 4350 4ROHS 3100X250 3100 5 7 7 9 250 200 7,5+,5 5 5050x1550x1470 7050
4R OHS1570X250 1570 10 12 12 15 250 200 7.541,5 5 3550x1550x1470 4750 4ROHS 3100X275 3100 8 10 10 12 275 220 16,5 15-5 5900x1750x1860 10300
4R OHS 2070X130 2070 2 3 3 4 130 130 1,5+1,1 5 3850x1200x1210 2550 4ROHS 3100X320 3100 10 12 12 16 320 240 20 15-5 5900x1850x2050 13050
4R OHS 2070X150 2070 3 4 4 6 150 130 1,5+11 6 3850x1200x1210 2900 4ROHS 2100X350 3100 12 16 16 20 350 260 235 155 5900x1950x2050 15300
4R OHS 2070X180 2070 4 6 6 8 180 150 4,0+1,5 5 3900x1400x1390 3400 4ROHS 3100X380 3100 16 20 20 25 380 300 315 15-5 5900x2300x2450 19100
4R OHS 2070X200 2070 6 8 8 10 200 180 4,041,5 6 3900x1400x1390 3850 4ROHS 2100X400 3100 20 25 25 30 400 300 385 1,5-5 5900x2300x2450 20300
4ROHS 2070X220 2070 7 9 9 f 220 180 4+1,5 5 4050x1550x1470 4900 4ROHS 3100X460 3100 25 30 30 40 460 380 385 1,5-5 6000%2350%2450 26960
4R OHS 2070X250 2070 8 10 10 12 250 200 7,54,5 5 4050x1550x1470 5450 4ROHS 3100X500 3100 30 35 35 45 500 400 60 155 6650x2850x3000 38800
4ROHS 2070X275 2070 12 16 16 20 275 220 16,5 1,5-5 4900x1750x1950 8550 4ROHS 3100X550 3100 35 40 40 50 550 450 66 1-4 6800x2950x3050 47300
4ROHS 2070X320 2070 16 20 20 25 320 240 20 1,55 4950x1850x2050 10750 4ROHS 3100X580 3100 40 45 45 60 580 480 73 14 6800x3000x3050 50300
4R OHS 2070X350 2070 20 25 25 30 350 260 235 155 4950x1950x2050 11500 4R OHS 3100X620 3100 50 60 60 70 620 520 123 1-4 7250x3300x3350 62300
4R OHS 2070X380 2070 25 30 30 40 380 300 31,5 15-5 4950x2300%2450 15800 4ROHS 2100X680 3100 60 70 70 85 680 580 150 1-4 7750x3550%3700 82800
4R OHS 2070X400 2070 30 35 35 45 400 300 385 15-5 4950x2300x2450 16500 4ROHS 4100X275 4100 4 6 6 8 275 220 16,5 15-5 6900x1750x1950 13300
4R OHS 2070X460 2070 35 40 40 50 460 380 38,5 15-5 4950%2350%2450 19600 4R OHS 4100X320 4100 6 8 8 10 320 240 20 155 7000x1850x2050 15050
4R OHS 2070X500 2070 40 45 45 55 500 400 60 14 5600x2850x3000 33500 4ROHS 4100X350 4100 8 10 10 12 350 260 235 155 7000x1950%2050 19700
4R OHS 2070X550 2070 45 50 50 60 550 450 66 1-4 5750%2950%3050 40000 4R OHS 4100X380 4100 10 12 12 16 380 300 s 15-5 7000x2300x2450 22500
4R OHS 2070X580 2070 50 55 55 65 580 480 73 1-4 5800X3100X3100 44300 4R OHS 4100X400 4100 12 16 16 20 400 300 385 15-5 7000x2300x2450 24500
4ROHS 2070X620 2070 70 80 80 85 620 520 123 1-4 6300X3200X3300 55000 4R OHS 4100X460 4100 16 20 20 25 460 380 385 155 7000x2350x%2450 33700
4R OHS 2570X150 2570 2 3 3 4 150 130 1,5+1,1 6 4350x1200x1210 3330 4ROHS 4100X500 4100 20 25 25 35 500 400 60 1-4 7650x2850x3000 44000
4ROHS 2570X180 2570 3 4 4 6 180 150 4,0+1,5 5 4400x1400x1390 3800 4ROHS 4100X550 4100 25 20 30 40 550 450 66 1-4 7800x2950x3050 55500
4ROHS 2570X200 2570 4 6 6 8 200 180 4,041,5 6 4400x1400x1390 4350 4ROHS 6100X350 6100 4 6 6 8 aso 260 235 1,5-5 9000x1950x2050 25100
4ROHS 2570X220 2570 5 7 7 9 220 180 4415 5 4550x1550x1470 5600 4ROHS 6100X380 6100 6 8 8 10 380 300 315 1,5-5 9000x2300x2450 28900
4ROHS 2570X250 2570 6 8 8 10 250 200 7,5+1,5 5 4550x1550x1470 6300 4ROHS 6100X400 6100 8 10 10 13 400 300 385 1,5-5 9000x2300x2450 31000
4ROHS 2570X275 2570 10 12 12 16 275 220 16,5 1,55 5350x1750x1950 9500 4ROHS 6100X460 6100 10 12 12 15 460 380 385 15-5 9000x2350x2450 42000
4ROHS 2570X320 2570 12 16 16 20 320 240 20 155 5450x1850x2050 12050 4ROHS 6100X500 6100 12 16 16 20 500 400 60 1-4 9650x2600x2450 68300
4ROHS 2570X350 2570 16 20 20 25 350 260 235 1,55 5450x1950x2050 13300 4ROHS 6100X550 6100 16 20 20 25 550 450 66 1-4 9800x2950x3000 71500
4R OHS 2570X380 2570 20 25 25 30 380 300 31,5 15-5 5450%2300%2450 17600 4R OHS 6100X620 6100 20 25 25 30 620 520 123 1-4 10250x3300x3350 91000
4R OHS 2570X400 2570 25 30 30 40 400 300 38,5 15-5 5450x2300%2450 18300 4R OHS 6100X720 6100 25 ao 30 as 720 680 150 1-4 10400-3300-3400 115500
4R OHS 2570X460 2570 30 35 35 45 460 380 385 15-5 5450x2350%2450 22800
AR OHS 2570X500 2570 a5 40 40 50 500 400 &0 14 6100x2850%3000 36300 Kivirma kapasitesi verilen &lgii degerleri 240N/mm? akma sinin sac mukavemetine gére verilmigtir.
Data based upon bending capacity is given for 240N/mm? plate yielding strength.
4R OHS 2570X550 2570 40 45 45 55 550 450 66 1-4 6250%x2950x3050 44000
4R OHS 2570X580 2570 45 50 50 60 580 480 73 14 6300X3100X3100 47300
4R OHS 2570X620 2570 60 70 70 75 620 520 123 14 6350X3200X3200 59000

10- ostas.com.tr - e Y s ! Y 5 .TH-E: F?IGH'I."i'{s--DHA TEIEIEETMMTHOUTAr-.r-r-' CE. ostas.com.tr -11
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3R OHS i . . . . 3R OHS silindir makinelerimiz kaynakl guclt celik gbvdesi, alt ve yan toplardaki hidrolik hareket, ana motora
3 TOPLU H|DROL|K S||_|ND|R MAKINELERI bagh planet reduktdr ile tahrik sayesinde orta ve adir platine sac, aliminyum veya paslanmaz malzemelerin
8 F\)OLLS HYDRAU |_|O BENDING MAOH'NES kivirma isleminde kullaniimaktadir.

STANDART AKSESUARLAR ve TEKNIK OZELLIKLER

-Makine gévdesi ST-52 gelik konstriksiyon

-SAE 1050 (CK-45) Sertifikall celikten dretilmis yiksek donanimli miller
-Yan toplar hidrolik agsadi yukar hareket sistemi

-Hidrolik olarak agilip kapanan Ust vals kapadi
-Indiksiyonlanmig miller

-Mobil elektrik kumanda paneli

-Kumanda paneli dzerinden konik agma kapama

-iki adet dijital gosterge ile alt toplann durumu kolayca okunur
-Hidrolik dengeleme sistemi

»CE normlanna uygunluk

-Cift hizh calisma sistemi (Q275 ve Ustu)

-Konik kivirma sistemi

OZEL AKSESUARLAR

-Buyuk captaki Grtnleri kivirmak icin hidrolikdestek yan dayamalar
-BUyUk captaki Grinleri kivirmada destek icin Ust ving

-Malzeme strme tablasi

-Kademesiz ayarlanabilen donus hizi

-Yag sogutma sistemi

-Kablosuz Mobil uzaktan kurnanda

Our 3R OHS hydraulic bending machines are used in the bending process of medium and heavy platinum sheet
metal, aluminum, or stainless materials, thanks to their welded strong steel body, hydraulic movement of the
bottom and side rolls, and planetary gearbox that is connected to the main engine.

STANDARD ACCESSORIES and TECHNICAL SPECIFICATIONS

-Steel constructed machine body ST-52

-Well-equipped shafts made from certified steel withSAE 1050 (CK-45)
-Lateral rolls move with hydraulic pistons in orbital way

-Hydraulic Drop-End for easy roll positioning

‘Hardened rolls

-Mobile electrical control panel

-Movement and parallelism adjustment of the rollers controlled from control panel
-Two digital reatouts for easy roll positioning of bottom rolls

-Hydraulic balancing system

-Accordance with CE standards

-Two-speed working system (Q275 and above)

-Conical bending system

SPECIAL ACCESSORIES

Hydraulic lateral side supports for large diameters
:Overhead Crane for large diameters

-Material feed table: Infinitively variable speed of rotation
-Qil cooling system

‘Wireless mobile remote control
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TIRME HAKKI SAKLIDIR
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3R-OHS 3R-OHS

3 TOPLU HIDROLIK SILINDIR MAKINELERI
3 ROLLS HYDRAULIC BENDING MACHINES

14- ostas.comir o A ostas.com.tr -15
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3R-OHS

3 TOPLU HIDROLIK SILINDIR MAKINELERI
3 ROLLS HYDRAULIC BENDING MACHINES

3R OHS ON KIVIRMALI ON KIVIRMASIZ On kivirmasiz galigma esnasinda gapa bagl olarak diiz ug kalabilir.
With Pre-Bending Without Pre-Bending Without Pre-Bending, flat plate ends may remain depending on diameter.
g 2
N B .5
g 8 &2 56 &% ] 50 i :§ 3%
MODEL 28 £&i £ g5 25 5s 38 . 8% -"“E i%
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mm mm mm mm mm mm mm kw m/min.(dk) mm kg
3ROHS 2070X210 2070 8 10 10 12 210 180 55 5 3450x1250%1400 4300
3ROHS 2070X240 2070 10 18 13 15 240 220 9 5 3450x1350x1550 5160
3ROHS 2070X280 2070 12 16 16 18 280 260 16,5 5 4150x1450x1650 7700
3ROHS 2070X320 2070 16 20 20 25 320 300 22 156 4650%2000x1850 10300
3ROHS 2070X350 2070 20 25 25 30 350 330 22 15-5 4650x2050x1850 11000
3ROHS 2070X380 2070 25 30 30 35 380 360 a7 1,55 4650x2150x1950 13150
3ROHS 2070X420 2070 30 35 35 40 420 400 a7 156 4750x2300%2350 16500
3ROHS 2070X460 2070 35 40 40 50 460 440 60 156 5100x2550x2900 21600
3ROHS 2070X500 2070 40 45 45 55 500 480 60 14 5250x2550x2900 30500
3ROHS 2070X550 2070 45 50 50 60 550 530 66 14 5750%x2350%3100 35600
3ROHS 2570X210 2570 8 8 8 10 210 190 55 5 3950x1250x1400 4670
3ROHS 2570X240 2570 8 10 10 12 240 220 9 5 3950x1350x1550 5770
3ROHS 2570%X280 2570 10 13 13 18 280 260 16,5 5 4650x1450x1600 7820
3ROHS 2570X320 2570 13 16 16 20 320 300 22 156 5150%x2000x1850 11000
3ROHS 2570X350 2570 16 20 20 25 350 330 22 1,55 5150x2050x1850 12600
3ROHS 2570X380 2570 20 25 25 30 380 360 a7 155 5150x2150x1950 14400
3ROHS 2570X420 2570 25 30 30 35 420 400 a7 156 5250x2300x2350 19040
3ROHS 2570X460 2570 30 35 35 45 460 440 60 1,56 5600x2050x2450 23600
3ROHS 2570X500 2570 35 40 40 50 500 480 60 14 5750x2550x2900 33500
3ROHS 2570X550 2570 40 45 45 55 550 530 66 14 6050x2650x3100 40500
3ROHS 3100X210 3100 4 6 6 7 210 190 55 5 4500x1250x1400 5305
3ROHS 3100X240 3100 6 8 8 10 240 220 El 5 4500x1350x1550 6700
3ROHS 3100X280 3100 8 10 10 12 280 260 16,5 5 5200x1450x1650 8470
3ROHS 3100X320 3100 10 13 13 16 320 300 22 156 5700%x2000x1850 12000
3ROHS 3100X350 3100 13 16 16 20 350 330 22 156 5700x2050x1850 13500
3ROHS 3100X380 3100 16 20 20 25 380 360 a7 156 5700%2150x1950 15800
3ROHS 3100X420 3100 20 25 25 30 420 400 37 1,556 5800x2300x2350 21500
3ROHS 3100X460 3100 25 30 30 40 460 440 60 1,55 6150%x2050x2450 25500
3ROHS 3100X500 3100 30 35 35 45 500 480 60 14 5750x2550x2900 35500
3ROHS 3100X550 3100 35 40 40 50 550 530 66 14 6050x2650x3100 43500
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3R-OHS

3 TOPLU HIDROLIK SILINDIR MAKINELERI
3 ROLLS HYDRAULIC BENDING MACHINES

3R OHS ON KIVIRMALI ON KIVIRMASIZ On kivirmasiz ¢alisma esnasinda gapa bagh olarak diiz ug kalabilir.
With Pre-Bending Without Pre-Bending Without Pre-Bending, flat plate ends may remain depending on diameter.
8 2
L U T o
3 52 22 a2 gl 5 o = g3
g &% 8 88 88 8g 59 3 2
[ g? 53 ag 5‘5 ”E' 2 3 e E 2 %=k
MODEL 5% £8 8 s 28 & SO 4 3 53
g g & g 3 et =2 83 °8
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= zﬁ & g E > = g
¢ Se g Ze 2%
z 2 = = b1
mm mm mm mm mm mm mm kw m/min.(dk) mm kg
3ROHS 4100X280 4100 5 7 7 8 280 260 75 5 6200x1450x1650 11000
3R OHS 4100X320 4100 6 8 8 10 320 300 22 15-5 6700x2000x1850 13500
3R OHS 4100X350 4100 8 10 10 12 350 330 22 165 6700x2050x1850 15300
3R OHS 4100X380 4100 10 13 13 16 380 360 37 15-5 7000x2150x1950 18450
3R OHS 4100X420 4100 13 16 16 20 420 400 a7 15-5 6800x2300x2350 23820
3R OHS 4100X460 4100 16 20 20 30 460 440 60 1,56 7150x2050%2950 32500
3R OHS 4100X500 4100 20 25 25 35 500 480 60 14 7800x2250x2900 40500
3R OHS 4100X550 4100 25 30 30 40 550 530 66 14 7800x2350%3100 50600

Kivirma kapasitesi verilen 8l¢li degerleri 240N/mm? akma sinin sac mukavemetine gére verilmigtir.
Data based upon bending capacity is given for 240N/mm? plate yielding strength.

ostas.com.itr -17
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SI IR S SMR-S modellerimiz kaynakl guclu gdvdesi, Ust ve alt toplardaki elektrik motoru ile hafif ve orta islerde metal

ASIMETRIK UQ TOPLU SILINDIR MAKINESI isleme sektoriintin en fazla tercih edilen makineleridir.
ASYMMETRICAL THREE-ROLL BENDING MACHINE

STANDART AKSESUARLAR ve TEKNIK OZELLIKLER

- SAE 1050 (CK 45) Sertifikall gelikten Uretilmis yiksek donanimli miller
- Zincir ve kayig tahrikli helisel tip redUktor ile digli tertibati tahrik edilmis alt ve Ust miller
- Makine govdesi ST 52 Celik konstriksiyon

- Arka top motoru

- Manuel agilabilir Ust top

« Konik kivirma makarasi

. Ust top dayama sistemi

- Merkezi yaglama sistemi

- Mobil elektrik kumanda paneli

- CE normlarna uygunluk

- Kullanma kilavuzu

OZEL AKSESUARLAR

- Ayarlanabilir kademesiz hiz ayar

- Arka top igin dijital gosterge

- Alt topun elektrik motoru ile hareketi

- Taslanmig ve sertlestiriimis toplar

- Profil ve boru kivirma toplar takabilmek igin uzatilmmig mil uglan
- Profil vals toplar

. Ust ving destedi (Asansér)

Our SMR-S models are one of the most preferred machines in metal
processing sector for light and medium work with its welded strong
body,electric motor on up and bottom rolls.

STANDARD ACCESSORIES and TECHNICAL SPECIFICATIONS

- Well-equipped shafts made from cer tified steel with SAE 1050 (CK-45)
- hain and belt driven spiral type reducer with cogged fittings and driven up and bottum rolls
- Steel constructed machine body ST-52

- Rear roll motor

- Manuel extensile up roll

- Cone bending roller

- Support system for top roll

- Central lubrication system

- Mobile electrical control panel

- Accordance with CE standards

- User manual

ALT TOP VE ARKA TOP DUITAL GOSTERGE
LOWER ROLL, BACK ROLL, DIGITALREADOUT

SPECIAL ACCESSORIES

- Adjustable stepless speed

- Digital display for rear roll

- Movement of rear roll with elelerical motor

- Stoned and hardened roll

- Extended shaft ends for fixing profile and pipe bending rolls
- Profile valve rolls

- Center support

18- ostas.com.tr
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SMR-S SMR-S
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MODEL mm mm mm mm mm kw mm mm mm mm kg
SMR-S 1070X130 1070 6 7 130 195 3 0,75 2550 630 1020 1150
SMR-5 1070X150 1070 7 8 150 225 3 0,75 2600 630 1020 1414
SMR-S 1070X170 1070 8 ] 170 255 4 15 2700 920 1260 1580
SMR-5 1070X180 1070 9 10 190 285 4 15 2700 920 1260 2400
SMR-5 1570X130 1570 5 6 130 195 3 0,75 3050 630 1020 1504
SMR-5 1570X150 1570 6 7 150 225 3 0,75 3100 630 1020 1620
SMR-S1570X170 1570 7 8 170 255 4 15 3200 920 1260 1960
SMR-5 1570X180 1570 8 9 190 285 &4 15 3200 920 1260 2700
SMEM———-—'— | SMR-S 2070X130 2070 3 4 130 195 3 0,75 3700 630 1020 1600
oM
SMR-S 2070X150 2070 4 5 150 225 3 0,75 3750 630 1020 1820
SMR-52070X170 2070 5 6 170 255 4 15 3750 920 1260 2100
SMR-S 2070X190 2070 6 7 190 285 4 15 3750 920 1260 3480
SMR-52570X150 2570 3 4 150 225 3 0,75 4200 630 1020 2150
SMR-S 2570X180 2570 4 5 180 270 4 15 4250 630 1260 3850
SMR-S 2570X120 2570 5 6 190 285 4 15 4250 920 1260 4200
SMR-S 2570X220 2570 6 2 220 330 4 22 4450 1120 1380 5150
SMR-5 3070X160 3070 2 3 160 240 4 15 4750 920 1260 2850
SMR-S 3070X180 3070 3 4 190 285 4 15 4750 220 1260 4380
SMR-53070X200 3070 4 5 200 300 4 15 4950 1120 1380 5100
SMR-S 3070X220 3070 b 6 220 330 4 2,2 4950 1120 1380 5870

Kivirma kapasitesi verilen élgii dederleri 240N/mm? akma sinin sac mukavemetine gére verilmistir.
Data based upon bending capacity is given for 240N/mm? plate yielding strength.
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ORM

ASIMETRIK UG TOPLU SILINDIR MAKINESI
ASYMMETRICAL THREE-ROLL BENDING MACHINE

STANDART AKSESUARLAR ve TEKNIK OZELLIKLER

Zincir tahrikli tek reduktorle ve digli sistemi ile tahrik edilmis alt ve Ust miller
SAE 1050 sertifikall gelikten Uretilmis yuksek mukavemetli miller

Celik dokimden ana govdeler

Hareketli ayak pedalll kumanda paneli

Konik kivirma makarasi

Elile agilabilir st top

Ust top dayama sistemi

Toplann sonunda tel kivirma kanallar

AB glvenlik direktiflerine uygun(CE)

Kullanma Kilavuzu

OZEL AKSESUARLAR

Asadi yukar hareketli arka top motoru
Motorlu arka top igin dijital gbsterge
Sertlestirilmis miller

Asadi yukarn hareketli alt top motoru
Motorlu alt top igin dijital gdsterge

STANDARD ACCESSORIES and TECHNICAL SPECIFICATIONS

Two rolls powered by a single gearbox and gear system for
top and bottom rolls

SAE 1050 Quality certificated steel rolls with high tensile strength
Steel body

Mobile control panel by foot padel

Conical bending device

Manuel dropend

Top roll support system

Wire grooves at the end of the rolls

Built according to EC safety directives(CE)

User's Manual

SPECIAL ACCESSORIES

Motorized back roll for moving up and down.
Digital readout for Motorized back roll
Hardened rolls

Motorized Lower roll for moving up and down.
Digital readout for Motorized Lower roll

Minimum diameter top roll Q 1.5 time / Plate bendings are capacities are given for 24 kg/mm? plate yielding strength.
Minimum cap (st top Q x 1.5 kati / Sag kivirma kapasiteleri 24 kg/mm? sac akma mukavemetine gore verilmistir.
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ORM ORM

ASIMETRIK UG TOPLU SILINDIR MAKINESI
ASYMMETRICAL THREE-ROLL BENDING MACHINE

0
= g = g = 5 §
o ; o a 3 ks
) g £ £e 35 3t <
g i) 8 o o o B =
£ 85 : 52 §2 2
i 4 : - y
s £ 2
MODEL Wby
mm mm mm m/min.(dk.) kw (mm) kg
ORM 1070X110 1070 4 110 ] 22 2250x800x1100 850
ORM 1070X130 1070 5 130 35 22 2250x800x1100 1000
ORM 1270X120 1270 4 120 3 22 2500%800x1100 1050
ORM 1270X140 1270 5 140 35 22 2500x800x1100 1100
ORM 1570X110 1570 3 110 3 22 2725x800x1100 1150
ORM 1570X130 1570 4 130 35 22 2725x800x1100 1220
ORM 2070X110 2070 2 1o 3 22 3230x800x1100 1170
ORM2070X130 2070 3 130 35 22 3230x800x1100 1360
ORM 2070X140 2070 4 140 35 22 3230x800x1100 1500
ORM 2570X140 2570 25 140 35 22 3725X800X100 1700

Kivirma kapasitesi verilen dlgli degerleri 240N/mm?2 akma sinin sac mukavemetine gére verilmistir.
Data based upon bending capacity is given for 240N/mm? plate yielding strength.

ALT TOP VE ARKA TOP DUITAL GOSTERGE
LOWER ROLL, BACK ROLL, DIGITAL READOUT
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SBM/SB

ASIMETRIK UG TOPLU SILINDIR MAKINESI
ASYMMETRICAL THREE-ROLL BENDING MACHINE
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MODEL
2 g sl " 2 e i ) o E mm mm mm m/min.(dk.) kw mm mm mm kg
SBM ve SB modellerimiz genellikle hafif islerde kullanilimak igin imal edilmistir. Ozellikle 3,0mm kadar malzemelerin kivrilmasi islerinde
kullarilir. Genig kullanim alani ile czellikle kigik atolyeler tarafindan tercih edilmektedir. SBM700X95 700 3 95 9 11 980 760 1250 445
Our SBM and SB models are produced for general light works. Especially used for up to-3,0 mm bending capacity. With wide range of SEMNOTONED 1070 e 50 9 1 — 780 _— .
use, it is especially preferred by small workplaces.
STANDART AKSESUARLAR ve TEKNIK OZELLIKLER ~ STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS SBM1070X95 1070 30 95 9 " 1350 760 1250 506
Dékim ana gdvde Cast iron main frames
RedUktérden zincir ve disli sistemi ile alt ve Ust top tahriklidir. Top and bottom rolls powered by a single gearbox and gear system tensile strength SBM 1270X90 1270 25 920 9 11 2100 760 1250 440
SAE 1050 (CK-45) Sertifikali gelikten Uretilmis yiksek donanimli miller  SAE 1050 Quality Certificated steel rolls with high
Altve Arka milin asadi yukarn tek merkezden hareket etmesi Movement of the back and bottom rolls up and down manuel with hand Wheel SBM 1270X95 1270 3 o5 9 11 2100 760 1250 470
Manuel agilabilir st top Manuel Drop-End
Konik kivirma makarasi wancgibencigh devigh SBM1570X90 1570 2 90 9 11 2350 760 1250 642
Mobil kumanda paneli Mobile control panel
Wire grooves at the end of the rolls (6/8/10)

Toplann sonunda tel kmrma kanalllan (6/8/10) o T 0 e ¥ P 55 = g i e — - —
OZEL AKSESUARLAR SPECIAL ACCESSORIES
Arka topun elektrikli motor ile hareketi Back roll powered by electric motor SBM2070x95" 2070 i 85 9 1 2850 760 1250 600
Sertlestirilmis miller Hardened rolls
Dijital gosterge Digital read-out Kivirma kapasitesi verilen 6lgii dederleri 240N/mm? akma sinin sac mukavemetine gore verilmistir.

Data based upon bending capacity is given for 240N/mm? plate yielding strength.
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SB

ASIMETRIK UG TOPLU SILINDIR MAKINESI
ASYMMETRICAL THREE-ROLL BENDING MACHINE
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MODEL
mm mm mm mm mm mm kg
SB1070X90 1070 25 90 1350 760 1250 350
) SB 1070X95 1070 30 95 1350 760 12560 370
SB modelimiz genellikle hafif islerde kullaniimak igin imal edilmistir. Ozellikle 3,0mm kadar malzemelerin kivrilmasi islerinde kullanilir,
Genis kullanim alani ile 6zellikle kiigik atdlyeler tarafindan tercih edilmektedir. SB1270X90 1270 25 90 2100 760 1250 440
Our SB model are produced for general light works. Especially used for up to-3,0 mm bending capacity. With wide range of use, itis
especially preferred by small workplaces. SB1270X95 270 8 95 2100 760 1250 470
STANDART AKSESUARLAR ve TEKNIK OZELLIKLER ~ STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS PRI S 2 % a5 = = 510
Doékum ana govde Cast iron main frames
SAE 1050 (CK-45) Sertifikall gelikten Uretilmis yilksek donanimli miller  SAE 1050 Quality Certificated steel rolls with high SB1R70%20 1270 £5 95 2380 760 1250 520
Alt ve Arka milin asagi yukar tek merkezden hareket etrmesi Movement of the back and bottom rolls up and down manuel with hand Wheel
Manuel agilabilir Gst top Manuel Drop-End SB 2070x95 2070 1,5 a5 2850 760 1250 72
Konik kivirma makarasi Conical bending device
Toplann sonunda tel kvirma kanalllan (6/8/10) Wire grooves at the end of the rolls (6/8/10)

Kivirma kapasitesi verilen &lgii degerleri 240N/mm? akma sinin sac mukavemetine gére verilmigtir.
Data based upon bending capacity is given for 240N/mm? plate yielding strength.
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SMR/SMK

ASIMETRIK UG TOPLU SILINDIR MAKINESI
ASYMMETRICAL THREE-ROLL BENDING MACHINE
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\ MODEL
N mm mm mm m/min.(dk.) kw mm mm mm kg
T SMR 1070X86 1070 25 86 9 0,75 1550 760 1250 360
SMR Modellerimiz genellikle hafif islerde kullaniimak icin imal edilmistir. Ozellikle 3,0mm kadar malzemelerin kivrilmasi islerinde kullanilir,
Genig kullanim alani ile ozellikle kiigik atolyeler tarafindan tercih edilmektedir. SR Lo 39 28 9 0,75 1350 260 1262 L
Our SMR models are produced for general light works. Especially used for up to-3,00mm bending capacity. With wide range of use, it SMR 1270X86 1270 25 86 9 075 1800 760 1250 420
is especially preferred by small workplaces.
STANDART AKSESUARLAR ve TEKNIK OZELLIKLER STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS L L e o8 2 678 1809 760 oD 458
Dékim ana gévde Cast main body
Redliktérli ana motor Main motor with reducer SMR 1570X86 1570 15 86 9 0,75 2080 760 1250 460
Manuel agilabilir Ust top Manual extensile up roll
Arka ve alt toplar Crf‘t tarafl kollu vida ile hareket ettirilebilen merkezi ‘toplqr Rear, bottom and central rolls that can be moved with double-sided lever screws SMR1570X26 1570 2.5 96 9 0,75 2080 760 1250 510
Mobil elektrikli ayak pedall Mobile electrical foot panel
) SMR 2070X96 2070 1.2 96 9 0,75 2580 760 1250 600
OZEL AKSESUARLAR SPECIAL ACCESSORIES
Indiiksiyon ile sertlestirilmis mil Hardened shafts with induction

Kivirma kapasitesi verilen &lgii degerleri 240N/mm? akma sinin sac mukavemetine gére verilmigtir.
Data based upon bending capacity is given for 240N/mm? plate yielding strength.
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SMK

ASIMETRIK UG TOPLU SILINDIR MAKINESI
ASYMMETRICAL THREE-ROLL BENDING MACHINE
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MODEL
mm mm mm mm mm mm kg
SMK 1070X86 1070 25 86 1850 760 1250 325
g SMK 1070X96 1070 3.0 96 1850 760 1250 350
SMK Modellerimiz genellikle hafif islerde kullanimak igin imal edilmistir. Ozellikle 3,0mm kadar malzemelerin kivrlmasi iglerinde kullanilir,
Genig kullanim alani ile ozellikie kiigtk atolyeler tarafindan tercih edilmektedir. SMK 1270x86 1270 25 86 2100 760 1250 285
Our SMK models are produced for general light works. Especially used for up to-3,00mm bending capacity. With wide range of use, it
is especially preferred by small workplaces. PAACIEIN00. 1 0 96 2100 760 1250 420
STANDART AKSESUARLAR ve TEKNIK OZELLIKLER STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS SMKISTOx86 1570 15 = s e 60 s
Dékum ana govde Cast main body
Manuel agilabilir Gst top Manual extensile up roll SMK 1570x96 1570 25 06 2380 760 1250 475
Arka ve alt toplar Cift tarafl kollu vida ile hareket ettirilebilen merkezi toplar Rear, bottormn and central rolls that can be moved with double-sided lever screws
Mobil elektrikli ayak pedali Mobilgelectrical footpanel SMK2070X96 2070 1.2 %6 2880 760 1250 565
,OZEL AKSESUARLAR SPECIAL ACCESSORIES Kivirma kapasitesi verilen 6lgii degerleri 240N/mm? akma sinin sac mukavemetine gére verilmistir.
Indiksiyon ile sertlegtiriimis mil Hardened shafts with induction Data based upon bending capacity is given for 240N/mm? plate yielding strength.
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SM/S

ASIMETRIK UG TOPLU SILINDIR MAKINESI
ASYMMETRICAL THREE-ROLL BENDING MACHINE
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MODEL
mm mm mm d.dk/rdm kw mm mm mm kg
SM 1070X66 1070 15 66 9 075 1500 750 1200 318
. SM 1070X76 1070 2 76 2 0,75 1500 750 1200
SMve S medellerimiz genellikle hafif islerde kullaniimak igin imal edilmistir, Ozellikle 2,0mm kadar malzemelerin kivrilmasi islerinde kul-
lanilir. Genig kullanim alani ile 6zellikle kiglk atalyeler tarafindan tercih edilmektedir. SM 1270X66 1270 1,2 66 9 075 1750 750 1200 342
Our SM and S models are produced for general light works. Especially used for up to-2,00mm bending capacity. With wide range of
use, it is especially preferred by small workplaces. REAIADRTS 1 18 78 2 075 50 750 1200 4
STANDART AKSESUARLAR ve TEKNIK OZELLIKLER =~ STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS SMiS7T0x66 1570 i = o Sk 5606 560 %56 i
Dékum ana govde Cast main body
Zincir tahrikli tek rediktérden ve digli sistemi ile tahrik edilmistir. Topand bottom rolls Powered by asingle georbox and gear system tensile strength SM 1570x76 1570 1,2 76 9 075 2000 750 1200 440
SAE 1050 (CK 45) Sertifikali gelikten tretilmis yiksek donanimiile SAE 1050 Quality Certificated steel ralls with high
Manuel agilabilir Ust top Manual Drop-End
Mobil kumanda paneli Mobile control panel SM2070:76; 2070 1 76 9 0,75 2500 750 1200 585
Toplann sonunda tel kivirma kanallar (4/6/9) Wire grooves at the end of the rolls (4/6/9)
OZEL AKSESUARLAR SPECIAL ACCESSORIES Kivirma kapasitesi verilen élgii degerleri 240N/mm? akma sinin sac mukavemetine gére verilmistir.
- | P - 2 . -
Indiksiyon ile sertlestirilmis mil Hardened shafts with induction Betal Upon Bending eapaoity s ghen for 240N/mim” plats Yisiding strength.
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S

ASIMETRIK UG TOPLU SILINDIR MAKINESI
ASYMMETRICAL THREE-ROLL BENDING MACHINE
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MODEL mm mm mm mm mm mm kg
S 1070X66 1070 15 66 1800 750 1200 350
S1070X76 1070 2 76 1800 750 1200 a75
51270X66 1270 12 66 2050 750 1200 380
S modelimiz genellikle hafif islerde kullaniimak icin imal edilmistir. Ozellikle 2,0mm kadar malzemelerin kivrimasi islerinde kullanilir, Genis S$1270X76 1= s 78 2050 750 1200 410
kullarim alantile ozellikle kigik atolyeler tarafindan tercih edilmektedir.
S1570X66 1570 1 66 2300 750 1200 415
Our S model are produced for general light works, Especially used for up to-2,00mm bending capacity. With wide range of use, it is es-
pecially preferred by small workplaces. S1570X76 1570 12 76 2300 750 1200 0
STANDART AKSESUARLAR ve TEKNIK OZELLIKLER STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS
Dékiim ana gévde Cast main body S 207008 2070 ; 76 2800 750 1200 535
SAE 1050 (CK 45) Sertifikall gelikten Uretilmis yiksek donanimi ile SAE 1050 Quality Certificated steel rolls with high
Manuel agillabilir st top Manual Drop-End
Toplann sonunda tel kvirma kanallar (4/6/9) Wire grooves at the end of the rolls (4/6/9) Kivirma kapasitesi verilen 8lgii degerleri 240N/mm? akma sinin sac mukavemetine gére verilmistir.
. Data based upon bending capacity is given for 240N/mm? plate yielding strength.
OZEL AKSESUARLAR SPECIAL ACCESSORIES S e v picteisidion sirongt
indiiksiyon ile sertlestirilmis mil Hardened shafts with induction
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OPK OPK
PROFiIL BUKME MAKINALARI PROFILE BENDING MACHINES
_ _ L ‘ _ o oo _ - Ostas hydraulic profile bending machines are the most used bending machines in the industry.
Ostas, hidrolik profil bukme makineleri endustride en ¢ok kullanilan bukum makineleridir.

It is strong and safe machine thanks to its welded construction structure made of steel
material (ST = 52). It provides less deformation and Maximum flexibility in large shaft
diameters. It has a long lifetime with its large rollers' dimensions.

Bending can be done easily thanks to the strength and high resistance of the hydraulic
cylinders.

(ST - 52) Celik malzemeden yapilan kaynak konstruksiyon yapisi ile saglam ve guvenilirdir.
Bayuk mil caplannda daha az deformasyon ve minimum esneme olanagi tanir. Buyuk rulman
Olculeri ile uzun émuarludar.

Hidrolik silindirlerin kuwveti ve momenti sayesinde kolay bir sekilde bukum yapilabilir.

ERNIK OLG R.OSTA ABER V ER| DEGISTIRME HAKKI SAKLIDIR
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OPK OPK
PROFiIL & BORU BUKME MAKINALARI SECTION & PIPE BENDING MACHINES

OPSiIYONEL
OPTIONAL
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OPK OPK

PROFIL VE BORU BUKME MAKINELERI PROFIL VE BORU BUKME MAKINELERI
SECTION & PIPE BENDING MACHINES SECTION & PIPE BENDING MACHINES

OPK-365

Motor Glicli/ 44-R Kw

ValsToplan/ 800 @ mm O PK- 2 45

Mil/Shaft 360 @ mm Motor Giicll/ 18.5-R Kw
Galisma Hizy/ 2-4, m/min Vals Toplan/ 630 @ mm
GxUxY/WxlxH  4500x5700x4100 mm Mil/Shaft 240 @ mm
AZrilk/Weight 53000 Kg GalgmaHzy  2-4, m/min

GUxY/WixLxH 2500x3300x3250 mm

Adirik/Weight 19300 Kg

STANDART AKSESUARLAR ve TEKNIK OZELLIKLER
Celik konstriksiyon kaynakll govde
3 vals topu hidromotor ve planet rediikior tahrikli (Her top ayn 3 adet planet rediktor ile tahrik edilmistir)
Sertlestiriimis vals toplan
Ozel yiiksek mukavemetli malzemeden sertlestiriimis ve taslanmis triinler
OPK‘SOS Govdeden ayri hareketli kumanda panosu
Sadece yatay ¢alisma pozisyonu
Cift hizli galigma sistemi

Motor Glct/ 37-R Kw 10" Ekran

3 yone hareketli hidrolik yan dayamalar
VolsToprnf™ @@ O rn Yan miller hidrolik olarak asagi-yukan hareketli
Tl gan g D OZEL AKSESUARLAR

NC kumanda ile otomasyon
SPelsmd bz g e /i Her cesit boru ve 6zel profiller icin vals toplar

HEB, IPN, UPN kivirma ve gektirme aparatlan
GxUxY/WailxH  4300x4850x3600 mm

Agirlik/Weight 33000 Kg
Motor Glicti/ 15-R Kw

STANDART AKSESUARLAR ve TEKNIK OZELLIKLER :

OZEL AKSESUARLAR o —
Steel-construction welded body Automartion with NC controller
3 Rolls are powered by hydro motor and planetary gearbox separately All kind of pipe, tube, profile rolls Mil/Shaft 200 @mm
Hardened standard rolls HEB, IPN, UPN beam attachments are available upon request
Hardened and ground shafts made of high tensile special steel Galigma Hizy/ 2.5, H/ein

Mobile control panel

Only horizontal working position

Two speed working system

10" Screen

3 Axis hydraulic lateral angle guide rolls
Lateral rolls hydraulic movable up-down

GxUxY/WxlxH  2520x3100x3150  mm

Agiriik/Weight 15700 Kg
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OPK

PROFIL VE BORU BUKME MAKINELERI

SECTION & PIPE BENDING MACHINES

STANDART AKSESUARLAR ve TEKNIK OZELLIKLER

Celik konstriiksiyon kaynakl govde

3 vals topu hidromotor ve planet reduktor tahrikli (Her top ayn 3 adet planet rediktor ile tahrik edilmisgtir)

Sertlestirilmis vals toplan

Ozel yiksek kaliteli malzemeden sertlestiriimis ve taslanmig Urinler
Govdeden ayri hareketli kumanda panosu

3 yone hareketli hidrolik yan dayamalar

Dijital gosterge 2 adet

Cift hiz calisma sistemi

OZEL AKSESUARLAR

NC kumanda ile otomasyon
Cektirme aparatlar

Boru ve Ozel profiller icin vals toplan
Kademesiz hidrolik hiz ayar sistemi

STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS

Steel-construction welded body

3 Rolls are powered by hydro motor and planetary gearbox separately
Hardened standard rolls

Products hardened and ground by special and high quality material
Mobile control panel

Horizontal and vertical working position

Hydraulic side support with 3-direction movement

Two-speed working system

Digital Read-Outs (2 pos)

SPECIAL ACCESSORIES

Automation with NC controller

Extraction tools

Special rolls for tubes, profiles and angles

nfinitely variable hydraulic speed adjustment system

44- ostas.com.tr
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Motor Gilcii/
Vals Toplan/
Mil/Shatt
Galigma Hizi/
GURY /WixLxH
Agirkk/Weight
OPK-165
Motor Giict/
Vals Toplan/
Mil/Shaft
Galigma Hizi/f
GRUXY /WixLxH

Adirlik/Weight

OPK-185

1R

570

180

36

2250X2650X2600

1500

2400X2550X2650

9680

OPK-125

Motor Giicl/

Vals Toplan/

Mil/Shaft

Galgma Hizi/

Gl fWxlxH

Agirik/Weight

AKLID

15

390

120

275

1700X2000X1950

4930

IR

Hw

@mm

m/min

m/min

mm

Hw

@ mm

@ mm

m/min

mm

Kg

SE THE DATA WITHOUT ANY PRICF

excellence
in forming
technologies

STANDART AKSESUARLAR ve TEKNIK OZELLIKLER

Celik konstriksiyon kaynakl gévde
3 vals topu tahrikli
Sertlestirilmis vals toplan

Ozel yiiksek kalitell malzemeden sertlestirimis ve taslanmis Griinler

Govdeden ayr hareketli kumanda panosu
3 yéne hareketli hidrolik yan dayamalar
Dijital gosterge 2 adet

OZEL AKSESUARLAR

Boru ve Profil kivirma vals toplan

Cift hiz

Hidrolik hareketli yan dayamalar (3 eksenli)
NC kumanda ile otomasyon

D) ostas

machinery

OPK

PROFIL VE BORU BUKME MAKINELERI
SECTION & PIPE BENDING MACHINES

OPK-105

Motor Giicl/ 75 Kw

Vails Toplan/ 315 @ mm
Mil/Shaft 100 @ mm
Galisma Hizy/ 7 m/min

GxUxY /WixLxH 1450x1980x1650  mm

Agirik/Weight 3130 Kg

STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS

Steel-construction welded body

3 Rolls are powered

Hardened standard rolls

Products hardened and ground by special and high quality material
Mobile control panel

Herizontal and vertical working position

Hydraulic side support with 3-direction movement

Digital Read-Outs (2 pcs)

SPECIAL ACCESSORIES

Pipe, tube and profile bending rolls
Double speed motor

3-Axis hydraulic lateral guide rollers
Automation with NC controller
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OPK OPK

PROFIL VE BORU BUKME MAKINELERI PROFIL VE BORU BUKME MAKINELERI
SECTION & PIPE BENDING MACHINES SECTION & PIPE BENDING MACHINES

STANDART AKSESUARLAR ve TEKNIK OZELLIKLER
Rediktoérden digli sistemi ile 2 vals topu tahrik edilmistir

Celik konstrilksiyon gévde

Ust mil bosta hareket etmektedir

Vals toplan sertlestiriimistir

STANDART AKSESUARITAR ve TEKNIK OZELLIKLER Vals milleri ©zel gelikten sertlestiriimis ve taslanmistir
Celik konstriksiyon kaynakli gévde Standart 1 takim vals topu
3 vals topu tahrikli Ayarlanabiliryan dayamalar
Sertlegtirilmig vals toplan Yatay ve dikey calisma
Ozel yiksek kaliteli malzemeden sertlestiriimis ve taslanmis miller Mobil kumanda paneli
Govdeden ayr hareketli kumanda panosu CE standartlanna uygunluk
Yatay ve dikey caligma pozisyonu Hidrolik Itici Ust Asansor
3 yone hareketli hidrolik yan dayamalar Hvdraulic u rSu rtforspirals Center Su rt 2
Dijital gosterge 2 adet v PO el P HPO OZEL AKSESUARLAR
Frenli motor ile hassas biikim Boru ve Profil igin &zel vals toplar Motor Giicl)/ 0,75+11 Kw
& Cift hiz
OZEL AKSESUARLAR Késebent biikme vals toplari Vs Topian/ 158 o
Boru ve Profil kivirma vals toplan Dijital gosterge
Cift huz Késebent icin 6zel yan dayamalar
Hidrolik hareketli yan dayarnalar (3 eksenli) Frenli motor ile hassas biikim M Smis - ol
NC kumanda ile otomasyon
STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS Ll B i

Powered by 2 rolls with gear system from the gearbox
Steel welded construction frame
Top roll is idle (free tuming)

STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS PRI TRREREER. e

Steel-construction welded body Haianadiols AGiriik/Weight 404 Kg
9 el apgieovrensg Rolls shafts are special steel material hardened and ground
Hardened standard rolls OPK-85 OPK-65 5 P g
; i : 1 1 2 One set of hardened rolls
Produets hardened and ground by special and high quality material Adustable auide rolls OPK-42
Mobile control panel Motor Giicli/ 4 Kw Motor Giicii/ 3 Kw it 9 : : e
y : i Horizontal and vertical working position
Horizontal and vertical working position MBS GBS RS Motor Gicli/ 0,75 Kw
3-Axis mechanical by hand lateral angle guide rolls Vals Toplan/ 245 D mm Vals Toplan/ 195 @mm P
;o Accordance with CE standards
Digital Read-Outs (2 pcs) Vs Toplan/ 153 @mm
Brake motor equipped for the precision bending Mil/Shaft 80 Bmm Mil/Shaft 60 @mm
il 18 - o e SPECIAL ACCESSORIES iijiian - —
Special rolls for tubes, profiles and angles
SPECIAL ACCESSORIES GxUxY/WxlxH  1020x1460x1350  mm GxUxY/WxlxH  970x1620xi208  mm Double speed motor Galisma Hizif 45 m/min
Pipe, tube and profile bending rolls Angle bending rolls
Double speed motor Agriik/Weight 1550 kg Agrlik/Weight 1080 Kg Special guide rolls for angle bending GXUXY/WIxH  775x1035x1466  mm
2-Axis hydraulic lateral guide rollers Digital read-out
Automation with NC control Brake motor equipped for the precision bending ik, 2@0 Ko
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OPK

PROFIL VE BORU BUKME MAKINELERI
SECTION & PIPE BENDING MACHINES

OPK-40

Motor Gici/ 0,75+11 Kw
Vals Toplan/ 138 @ mm . "
STANDART AKSESUARLAR ve TEKNIK OZELLIKLER
Mil/Shaft 50 @ mm Reduktorden digli sistemiile 2 vals topu tahrik edilmistir
Qelik konstruksiyon govde
Caligma Hizy/ 45 i Ust mil bosta ha rek.et etmektedir
Vals toplarn sertlestirilmistir
Y/WKXH  676x526x1400 e Vals milleri ©zel gelikten sertlestiriimis ve taslanmistir O P |-<—37
Standart 1 takim vals topu
" Ayarlanabilir yan dayamealar Motor Giicil/ 0,75 Kw
Apriweight 878 Kg Yatay ve dikey calisma
Mobil kumanda paneli Vals Toplan/ 138 @ mm
CE standartianna uygunluk
OZEL AKSESUARLAR Mil/Shaft 50 @ mm
Boru ve Profiligin zel vals toplar
Cift hiz Galisma Hizi/ 45 m/min
P : Kasebent bukme vals toplar
STANDART AKSESUARLAR ve TEKNIK OZELLIKLER STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS > i
: Késebent igin Hzel yan dayamalar GixUxY /WixLxH 775x1035x1465 mm
Rediktérden disli sistemi ile 2 vals topu tahrik edilmistir Powered by 2 rolls with gear system from the gearbox Frenli motor ile hassas bukim
Celik konstriksiyon govde Steel welded construction frame " - i
Ust mil bosta hareket etmektedir Top rollis idle (free turmning) G = L
Vals toplar sertlestirilmistir Hardened rolls STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS
Vals milleri 6zel gelikten sertlestirimis ve taslanmistir Rolls shafts are special steel material hardened and ground Powered by 2 rolls with gear system from the gearbox OPK_Se
Standart 1 takim vals topu One set of hardened rolls Steel welded construction frame
Ayarlanabilir yan dayamalar Adjustable guide rolls Top rollis idle (free tuming) S
Yatay ve dikey calisma Horizontal and vertical working position Hardened rolls e / 028 o
Mobil kumanda paneli Mobile control pane Rolls shafts are special steel material hardened and ground
CE standartianna uygunluk Accordance with CE standards One set of hardened rolls Vol Toekny 88 amnmn
: Adjustable guide rolls
OzEL AKS_E_S_QARLAR SPECIAL ACCESSORIES Horizontal and vertical working position Mil/Shaft 30 @ mm
Boafie Frofl igin ozelvgiStoplag Special rolls for tubes, profiles and angles Mobile control pane
Qlﬂ hiz 4 _ Double speed motor Accordance with CE standards Galisma Hizif 4 m/min
Késebent blkme vals toplar Angle bending rolls
D!"m' gostlelrg? Special guide rolls for angle bending SPECIAL ACCESSORIES GXUXY/WxLxH  676x526x1400 mm
Késebent igin 6zel yan dayamalar Diciteilfeciciolt ; :
Franli mator ile hassas biffirn Igrtal reaa-ou Special rolls for tubes, profiles and angles
Brake motor equipped for the precision bending Double speed motor Agirlik/Weight 210 Kg

Angle bending rolls
Special guide rolls for angle bending
Brake motor equipped for the precision bending
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OPK

KIVIRMA KAPASITELERI
CAPACITY CHART

g OPK 305
Profil cinsi Aciklama
Profile Type Notes
Olgiiler/ Size Kiv. capy/ Min Dia. | Olgiiler/ Si Kiv. gapi/ Min Glgiiler/ Size Kiv. capi/ Min Dia cliler/ Size | Kiv. gcapi/ Min Dia.
3500 3800

Standart valsler
1| N
200 X 50 200X 70 250X 100 3000 300X 100 3000 e
2 | gy | 350X80 2500 380X 80 2500 500 X 100 2500 550X 120 3000 it
Standart Rolls
3| gy | 120x120 3000 130X 130 2500 180 X 180 2500 200X 200 3000 STy,
Standart Rolls
4 A @120 3000 @150 3000 @200 5000 #7225 6000 Uz?l valsler
Optional Rolls
5 | N, | 0273X56 11000 $300X59 9000 350X 6 10000 B 475X 85 15000 Cenlivaber
Optional Rolls
i 5 - Ozel valsler
6| NN, | $9'X63 4000 $10" X 9,27 5000 ?12X14,27 8000 916" X 12,7 12000 Optional Rolls
I
7 | — | 220X80X7 7000 300X 100X 10 8000 400X 200X 10 10000 500X 250X 15 e Ozel valsler
Optional Rolls
Ozel valsler
8 ﬁ 180X 10 5500 200X 10 6000 260X 14 8000 300X 15 10000 Optional Rolls
Ozel valsler
o | Ry 150X 180X 16 3000 200 X 200 X 20 3000 200X 200X 28 5000 200X 200X 28 4000 Optional Rolls
10| Ry (160X160X15 6000 180X 180X 18 6000 200 X 200X 20 6000 200X 200X 28 7000 Gl vt
Optional Rolls
Standart valsler
11| gy, | 200x20 3500 200X 28 3000 240X 28 3000 250X 25 4000 Stiae
Standart valsler
X X X X
12| gy, ( 200x20 3500 200% 20 3500 220X 22 4000 250X 25 5000 i)
13| g  180X10 6000 180X 18 6000 200X 20 6000 200X 28 6000 Dee) valsier
Optional Rolls
Standart valsler
14 H UPN380 3000 U PN 450 3000 UPN 550 3500 UPN 600 4000 Standart Rolls
15 U PN 380 3500 UPN 450 3500 U PN 550 4000 U P N600 4500 Standart valsler #
A Standart Rolls #
16 | g | P N360 3500 1PN 450 3500 IP N 550 4000 1PN 600 5000 Ol v ¥
Optional Rolls #
Ozel valsler #
17 A HEB 240 3000 HEB 300 4000 HEB 500 5000 HEB 600 6000 Obkianai Bl
18 | g | UPN260 13000 UPN260 13000 UP N340 16000 U PN 400 22000 Onelyaisler 4 4
Optional Rolls
Ozel valsler ##
19 e~ 1PN 260 11000 1PN 300 13000 1PN 360 11000 1PN 400 22000 ;
Optional Rolls##]
20 Q HEB 180 7000 HEB 200 8000 HEB 280 11000 HEB 340 13000 Ozel valsler ##
Optional Rolls##

# Ozel pul (ara parga) gerekli olabilir. / ## Special washer (spacer)can be necessary.
## Ozel aparat gereklidir.  / ## Only with special Beam Bending Attachment
Kapasiteler 260 N/mm?® sac akma mukavemetine gére veriimistir. / Capacities are given for 260 N/mm? plate yielding strength.
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KMRH

, _ KMRP
KORDON MAKINELERI

KORDON MAKINELERI
BORDERING MACHINES BORDERING MACHINES

KMRH- 4

KMRH- 2,5 ' _
STANDART AKSESUARLAR ve TEKNIK OZELLIKLER
Celik konstriksiyonlu ana gavde

Reduktorlt ana motor

Bronz yataklamah miller

Ayarlanabilir alt mil ﬁm:g- g 5
Ozel gelik miller -~ . g
Ayarlanabilir dayama siperi STANDART AKSESUARLAR ve TEKNIK OZELLIKLER

Alt mil ileri geri hareketi
Mobil elektrikli ayak pedali
4takim vals ile birlikte

Celik konstriksiyonlu ana gévde
Reduktérld ana motor
Bronz yataklamali miller

STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS g%’c;’l"’”l.akb'“]fl lo't i
Steel constructed main body £E s e e

: i Ayarlanabilir dayama siperi
Main motor with reducer AN :

o o . Alt mil ileri geri hareketi

Shafts with bronze bearing : s .

: Mobil elektrikli ayak pedali
Adjustable bottom shaft 3 -

: 4 takim vals ile birlikte

Special steel shafts
Bottom shaft back and forth movement STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS

Mobile electrical foot pedal
With 4 set valve

Steel constructed main body

Main motor with reducer

Shafts with bronze bearing

Adjustable bottom shaft

Special steel shafts

Bottom shaft back and forth movement
Mobile electrical foot pedal

With 4 set valve

4 B o @ r- g
£ % 24 25 gs $ 2] ¥ £ G 4 3 a s 3 v x _
MODEL 35‘ 5§ gE B2 & i) 3% §§ EE ég MODEL 3¢ §§ gE i 5 3. 3% ég 2% Eg
EE §E’ &8 g 22 S5 §§ & gi ) 8% §.8' 385 g 33 Eé gg g 22 g
% ? % s & é § g = 3 B g E =38 g 2 g >
= ¥
mm mm mm mm m/min.(dk.) kw mm mm mm kg mm mm mm mm m/min.(dk.) kw mm mm mm kg
KMRH 2.5 250 25 28 160 5 1.5+1.5 1400 550 1120 410 KMRP 2.5 250 2.6 28 160 b 15 1400 550 1120 350
KMRH 4.0 300 40 125 200 5 2.2+1.5 1500 570 1180 460 KMRP 4.0 300 4.0 125 200 5 22 1500 570 1180 400

Kivirma kapasitesi verilen élgii degerleri 240N/mm? akma sinin sac mukavemetine gére verilmisgtir.

Kivirma kapasitesi verilen &lgii degerleri 240N/mm? akma sinin sac mukavemetine gore verilmistir,
Data based upon bending capacity is given for 240N/mm? plate yielding strength.

Data based upon bending capacity is given for 240N/mm? plate yielding strength.
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KMRP

KORDON MAKINELERI
BORDERING MACHINES

KMRP -1.2 mm

STANDART AKSESUARLAR ve TEKNIK OZELLIKLER
Celik konstriksiyon kaynakl gévde

Reduktorll ana motor

Ayarianabilir alt mil

Ayarlanabilir dayama siperi

Ozel gelik miller

Mobil elektrikli ayak pedall

8 talam valfiile bidikte

Harfifligi sayesinde kolay tasinabilir

Alt dolabi ile birikte

STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS
Steel welded construction frame

Main motor with reducer

Adjustable bottom shaft

Adijustable leaning protection

Special steel shofts

Mobile eleckrical foot pedal

With 8-set valves

Easy to camy for workshops

Complete with bottom stand

= E E‘ i@ =
% & o g U
23§ $38 3t & 28
8 5 : 2 838 3§ 23
MODEL = QE 8 g g
mm mm mm mm m/min.(dk.)
KMRP 1.2 140 1.2 62 100 32
KMRP 1.8 140 1.8 62 100 32
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Lwhhd,

KMRP - 1.8 mm

STANDART AKSESUARLAR ve TEKNIK OZELLIKLER
Celik konstriksiyon kaynakl gévde

Reduktori ana motor

Ayarlanabilir alt mil

Ayarlanabilir dayama siperi

Ozel gelik miller

Maobil elektrikli ayak pedali

4 talum valfi ile birlikte

Hafifligi sayesinde kolay tasinabilir

Alt dolabu ile birlikte

STANDARD ACCESSORIES AND TECHNICAL SPECIFICATIONS
Steel welded construction frame

Main motor with reducer

Adjustable bottom shaft

Adjustable leaning protection

Special steel shafts

Mobile eleckrical foot pedal

With 8-set valves

Easy to carry for workshops

Complete with bottom stand
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kw mm mm mm kg
0.75 1020 480 1280 125
11 1020 480 1280 138

LIDIR
ANGE THE DATA WITHOUT ANY PRIO

MODEL

KMO0.8

KM1.2

MILUZUNLUSU
Shaft Lenght

KORDON KAPASITESI
Bending Capacity

TOPGAPI Q
Roll Diameter Q

mm

52

62

BOGAZ DERINLIGI
Throat Depth

mm

100

GENISLIK
Width

mm

180

220

UZUNLUK
Lenght

mm

400

machinery

YUKSEKLIK
Height

mm

ostas.com.tr - 57

KM

AGIRLIK
Weight

30

50
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KENET EZME MAKINESI
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STANDART AKSESUARLAR ve STANDARD ACCESSORIES and
TEKNIK OZELLIKLER TECHNICAL SPECIFICATIONS
- Rediktor tahrikli ezme sistemi - Gearbox driven pinching system
- Pnédmatik basan piston sayesinde kolay kullanim ' EF‘SV QDGYGUOH by IDHEI‘UFHOUC pressing piston
- Standart ayak pedali ile hem ezme hem dénis kontrol edilir + Pinching and rotation is controlied by a standard foot pedal
- Hava sartlandiric sistemi ile pnomatik sistem koruma altina alinir * Pneéumatic system is protected by the help of air filter
« Sertlestirilmis ezme toplar + Hardened seaming rolls
« Rulmanli kizak sistemi . Sliding system with ball bearing
Ezme Boyu (mm)
Seam Working Length (mm) 1300

Maksimum ve Minimum Ezme Capi (mm)

Max / Min. Seaming Diameters (mm) 1000-120
Calisma Basinci (Pnématik) (bar)

Working Pressure (Pneumatic) (bar) 8
Basma Kuvveti (kg)

Press Power (kg) 1000
Motor Giicti (kw)

Motor Power (kw) 0.37
Makine Olgilleri U X G X Y (mm) {720 x 900 x 1650 ostas.com.tr
Machine Dimensions L X W X H (mm)

Adirlik (kg) 290
Weight (kg)
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